Coated and Uncoated Stainless Steel Band & Clips

BAND-IT® PPA Coated and Uncoated

Stainless Steel Band.

e Recommended in applications where vibration is
a concern

® 316SS band available with Performance Polymer
Alloy PPA 571 coating that protects against effects
of vibration and contact of dissimilar metals

e Resistant to chemicals, salt spray and UV light

e Apply using BAND-IT® AE Series 316 Stainless Steel
Clips and the C075 Bantam Tool

* Available in coils or pre-cut lengths with clip
@ encapsulated at end (see pages 12-13 — BAND-FAST™
Coated G075 / C400

clamps)
e 201 grade stainless steel also available

Uncoated G001 / G075 / G400
See pages 26-29 for full details on TOOLS and their specifications.

PPA Coated 316 and 201 Stainless Steel Band
PPA 571 Coated o Pack Qty —1

PART PART b

NUMBER | VUM B ER [
316SS | 2015S |IRILISINYIMEING SRR RN
AE432 = 14 | 635|825 25 | 20 | 09

AE433 | AE933 | 3/8 | 953 | 825 | 25 2.6 1.2
AE434 | AE934 | 1/2 |1270| 825 | 25 35 16
AE435 | AE935 | 58 |[1588| 825 | 25 4.4 2.0
AE436 | AE936 | 3/4 | 19.05| 825 | 25 53 24

Approximate thickness = 0.048" (1.22mm), when coated
Steel thickness before coating = 0.015” (0.38mm)

Uncoated 316 Stainless Steel Band Clips Uncoated Type 316 Stainless Steel ® Pack Gty —100
Pack Qty — 1 Thickness = 0.015" (0.38mm)

PART [} DNV:GL
PART } SN NUMBER [ | ¥ABS
AL N MM FT [ M LBS | KGS AE452 | 1/4 | 635 | 03 | 0.1 a5

AE442 174 | 635 | 825 | 25 2.0 0.9
AE443 3/8 | 983 | 825 | 25 2.6 1.2
AE444 172 | 1270 | 825 | 25 3.5 1.6
AE445 5/8 | 1588 | 825 [ 25 44 2.0
AE446 3/4 11905| 825 | 25 5.3 24

Available in mill coil lengths. All sizes in standard cardboard packaging

AE453 3/8 | 953 | 06 0.3
AE454 12 11270 1.0 0.4
AE455 58 |[15.88| 1.1 0.5
AE456 3/4 119.05( 1.3 0.6

Coated clips are available — prices on request




