ELECTRICAL PRODUCT GUIDE

Ball-Lok Ties

Quick and easy to apply, Ball-Lok
ties offer a versatile and economical
solution for most environments.

* BAND-IT Ball-Lok Ties installs with tools to ensure
uniform tension and clean tail cut-off for safe handling.
Its self locking design allows for fast installation
and comes in two widths - 0.18" (4.6mm) and
0.31" (7.9mm)

¢ Available in Type 304 and Type 316 stainless steels
to provide good to excellent corrosion resistance in
a wide variety of environments

* Uncoated or coated with black, halogen free epoxy
* Loop tensile strengths range from 150 to 300 pounds

Ball-Lok Ties 304 and 316 Stainless Steel  Pack Qty — 100 (bag)
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KE1118 Q KEO118 | 12 | 30 | 59 | 150 | 018 | 46 | 042 | 019 | 200 | 890 See pages 26-29 for full details on TOOLS and

their specifications.

KENM28 O KEO128 | 20 | 50 | 79 | 201 | 018 | 46 | 057 | 026 | 200 | 800
KEN38 QO KEO138 | 27 | 69 | 102 | 250 | 018 | 46 | 070 | 032 | 200 | 890
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KE1338O KE0338 | 27 | 69 [ 102 | 250 | 031 | 79 | 132 | 060 | 300 | 1335
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KE1388 0 KE0388 | 120 | 305 | 420 | 1067 | 031 | 79 | 462 | 210 | 300 | 1335
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