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The barrels of series CAA-M connec-
tors are made from Aluminium of a
purity equal to or greater than 99,5%.
The barrel is friction welded to the

palm thus achieving the best possi- .

ble transition between the Copper
palm and Aluminium barrel.

Barrels are capped and filled with
grease so as to avoid oxidation of the
Alurninium. ] ]
Details of the appropriate crimping
tools and dies are shown on pages
213,215,

BIMETALLIC CONNECTORS

~.

YRR

. [1] Dimensions mm )

10 12 CAAI0-M12 43 240 870 130 L
16 12 CAA16-M12 55 40 870 130 9073
25 12 CAA25-M12 65 M0 870 130 %03
3 12 CAA35-M12 80 240 870 130 %03
12 CAA35:20-M12 B0 240 810 130 6073

50 12 CAA50-M12 90 40 870 13,0 6073
70 12 CAA70-M12 110 40 870 130 6073
95 12 CAA95-M12 125 M0 870 130 603
120 12 CAA120-M12 137 310 110 130 3
150 12 CAA150-M12 155 310 1110 130 303
185 12 CAA1B5-M12 170 350 1160 13,0 183
240 12 CAA240-M12 195 350 1160 130 18/3
12 CAA300-34M12 225 350 1200 130 153

300 16 CAA300-34M16 25 350 1200 17,0 15/3
16 CAA300-M16 B3 350 1525 165 1243

400 16 CAA400-M16 260 350 1525 165 12/3
500 16 CAA500-M16TNBD 29,1 350 1525 165 1243
630 8  CAAG30-4M8 325 600 2000  4x90° 93

*4 holes with 30 mm between axes



