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Vinyl Mastic (VM) Rk VALLE UNIT  TEST METHOD

Self - Bonding Mastic Tape -

A ssif-fusing mastic compound with Colar Black e Vigual

an allweathar, premium viryl backing Thickross 1.27 mrm ASTM O 4325

that can be used for insulating and 0,06 inch ASTM D 4325

waterssaling slectrical connections Continuows Operating Termp a0 T ASTM D 4326

through 600 volts, Small roll sizes Emergancy Overload 130 °C ASTM D 4325

can ba stretched and molded around Adhesion to Steel 26,0 NAOmm  ASTM D 1000

reaguler shapas: s Moba ) Amecion to PE 220  N1Omm  ASTM D 1000
RECOMMENDED USES locations. Provides excallent slectrical Flargation 20 04 ASTM O 4305

properties, supericr adhasion and

For meuling. e lating ovid - pedding o8 lon mioisture and chamical rasistance.

voltege selectrical connections. Ideal for Viryl backing adds UV AT Whatar Absorption 0,10 B0 ASTM D 570
splicing and sealing applications in the L1iss ‘for insL s pbad and Coppar Corrosion Mone visual ASTM D B3
Telecommunications, CATV and Electrical Nt e N PR Rt Czong Fllesisl:anca Pass u1:aual ASTM D 4325
MK A motor lead connectons and cable and s UE_H_FF!EEEEEH 1B Pass [ visual 1B ASTM D 4320 l
conduit repair. sl B B
FEATURES Diglactric Constank d.2 —— ASTM D 4325
* Salf fusing = Excallent corrosion rasistance Dizzapation Factor 0,025 0q ASTM D 4325
* UV and weather resistant * Superior dislectric Strangth Diglactric Strength 19,7 KV mim ASTM D 149
=Strong adhesionton metal cablemsulation = Long lasting cathodic protaction 500 VPM ASTM D 149
R = Voluma Resigtivity 1%10°®  DOhm-cm  ASTM D 257
. Sl e ok Insulation Aesistanca =1000000 MegaOhm  ASTM D 257
2E17 ral 374z 0357 =30 25mm = 0355mm = B 30/zmzn B 30k=  1dkg
o i s v il T Wl e 1 it Informatian provided is for refarence anly. Dets in table regrasent sveraps test results and ars
2E03 rai! 4%z OSIF = 407 1 00—z 1.5mm = 5m 10/zmzn B 12k Big

niot to be used for spacification purposes. Tha product user should make his her oen tests to
daterming the product’'s suitabiity for the mtendad w=s.



