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SPECIFICATION FOR DAMMIT® READY MIX 
 4037/X 4040/X 4041/X 4050/X 

Pot Wt 500 g 800 g 1 kg 1.8 kg 

Pot Size 11.7 (dia) x 7.2 cm 11.7 (dia) x 11.6 cm 11.7 (dia) x 11.6 cm 13 (dia) x 17 cm 

Pack Quantity 18 12 12 6 

Pack Wt 9.3 kg 10.8 kg 13.2 kg 12.0 kg 

Pack Size 36 x 24 x 24 cm 36 x 24 x 24 cm 36 x 24 x 24 cm 41 x 28 x 21 cm 
 

 
Composition: A water-based gel containing a food-grade clay, a recycled polymeric 
reinforcing agent and a low toxicity freezing point depressant. 
 
How to use:  Remove Dammit putty from tub 
   Mould the Dammit® putty into a ball 
   Place firmly over the tear or hole to instantly seal the hole 
 

Pack Type: Ready Mix is supplied in sealed plastic pots.  The pots are packed in heavy-duty cardboard 
cartons for storage and shipping. 

 
Properties: Highly flexible 
 Excellent adhesion to all surfaces 
 Usable down to -20°C 
 
Compatibility: Good resistance to water, oil and a wide range of chemicals over short-term exposure (1-5 

hrs), and in many cases for at least 24 hrs. Full details available on request. 
 
Shelf Life: 3 years (In sealed pot or bag). 
 
Safety Data: Refer to our Safety Data Sheet. 
 Further technical advice is available if required. 
 
Note: All weights, dimensions, and other figures quoted are approximate. 

 


