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Codice/code DOCUMENTO /DOCUMENT
PVC LV SPLIT CONCENTRIC SERVICE CABLE PVC LV SPLIT CONCENTRIC SERVICE gg‘m@g:’g ’g’EV
0,6/1 kV Cu CABLE 0,6-1 KV Cu_WPD_rev0

PVC LV SPLIT CONCENTRIC SERVICE CABLE 0,6/1 kV Cu

DRAWING - GENERAL CONSTRUCTION - COLOUR CODE AND MARKING
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INSULATION COLOUR:

1X: Brown

OUTER SHEATH COLOUR:

Black

NORMS OF REFERENCE:

e BS 7870 3.21
e WPDEE 72

OUTER SHEATH MARKING:

ELECTRIC CABLE 600/1000 V + BS 7870-3.21 + TRATOS NXSEC + year + metric marking
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Codice/code DOCUMENTO/DOCUMENT DATADATE | REV
PVC LV SPLIT CONCENTRIC SERVICE CABLE PVC LV SPLIT CONCENTRIC SERVICE 30/11/2016 | 0
0,6/1 kV Cu CABLE 0,6-1 KV Cu_WPD_rev0
U.M.
CONDUCTOR
Material Annealed stranded plain copper (Cl.2)
Nominal cross section | mm?2
TRATOS CODE 042829
Nominal diameter mm 5,85
Max. resistance at 20°C | Q/km 0,727
INSULATION
Material XLPE
Nominal thickness | mm 0,9
EARTH CONTINUITY CONDUCTOR
Material Annealed plain copper wires
Nominal wire diameter | mm 2,53
N° conductors 3
Max. resistance at 20°C | Q/km 1,20
NEUTRAL CORE
Material Annealed plain copper wires
Nominal wire diameter | mm 2,09
Insulation material PVC
Nominal core diameter | mm 2,53
N° conductors 7
Max. resistance at 20°C | Q/km 0,76
OUTER SHEATH
Material PVC
Nominal thickness mm 1,4
Nominal outer diameter | mm 16,0
Nominal weight Kg/km 795
GENERAL CHARACTERISTICS
Min. bending radius mm 12x @
Current Air 30°C A 133
capacity | Ground 20°C 98
Voltage test kVx5’ 3,5
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